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INTRODUCTION 

 

Exceptional ease of use and high level of sound insulation combined 

in one system. 
 

The Flexio is a flat-folding wall 

consisting of individual sandwich 

panels hinged together to give an 

appearance of a completely even wall 

when closed.  

 

The panels can slide along a floor 

track system with an ultra-flat profile, 

guided by a track installed on the 

ceiling. In this case, the track on the 

floor bears the full load and no 

overhead supporting construction is 

necessary. Alternatively, the panels 

can be suspended from a ceiling track and moved with floor guidance. 

 

The panel construction consists of an aluminum frame, high quality particle boards and 

contains high-performance sound-absorbent materials. Acoustic integrity is completed 

by fixed top and bottom sweep seals. The Flexio is available with laboratory acoustic 

insulation values from Rw 37dB to Rw 44dB. 

 

Each wall section incorporates an end pass door panel, which provides a quick method 

of closing off the wall and also a means of access to adjoining rooms. 
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TRACK & TROLLEYS 

 

Top Guiding Track: Heavy-duty aluminum profile, painted in 9010, (100mm x 85mm), 

with only a guiding function if supported by the floor. The guiding tracks can be easily 

integrated into a ceiling system. 

 

 
Watch Flexio in action 

 

Floor Track: Ultra-low, rounded heavy-duty aluminum profile, (80mm x 8mm) supporting 

the entire weight of the wall. The track can be integrated into the floor covering in almost 

every situation, avoiding interruptions on the floor.  

 

 
 

The ball-bearing trolley wheels ensure a smooth movement. 

  

https://youtu.be/6OghDHvew5Y
https://youtu.be/6OghDHvew5Y
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APPEARANCE & FINISHES 

 

The Flexio is 85mm thick and has visible aluminum profiles which can be colored in any 

desired color lacquer. Each panel can be finished to the client's specification. All finishes 

used in interior design can be applied, offering total creative freedom. 

 

Examples include high-quality melamine, hard plastic laminate, vinyl, digital prints, paint, 

steel sheets, acoustic boards and veneers. 

 

 
 

Glass openings can be made in the panels to provide greater transparency and more 

light. The panels can also be supplied with optional built-in venetian blinds. 

 

The visible aluminum profiles can be painted in any preferred color to match the style 

and color of the finishing.  
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KEY FEATURES & BENEFITS 

 

 Hinged panels for quick and easy operation  

 Robust aluminum frame construction for demanding environments  

 Wide range of surface finishes 

 The entire weight of the wall is supported by the underlying floor 

 End door provides access to adjoining rooms  

 

Options include special uprights for connecting wall systems and partially or fully glazed 

panels. 

 

 

TECHNICAL INFORMATION 

 

 Flexi 85 Floor-Mounted Flexio 85 Ceiling-Mounted 

Panel Thickness 85 mm 85 mm 

Panel Height max. 3,100 mm max. 3,100 mm 

Width Centric 450 – 900 mm 450 – 900 mm 

Width Eccentric 400 – 700 mm 400 – 700 mm 

Opening Width 
7,500 mm in one wing or 15,000 mm in two wings that fold and close in 
the middle. 
Other specifications available on request. 

Panel Appearance 
Visible vertical and horizontal frame profile to give protection on all sides. 
Standard version in technically anodized aluminum. 
Available in any RAL color if required. 

Sound insulation 37, 40, 43 and 44 dB 37, 40, 43 and 44 dB 

Top and Bottom Seals 
Rubber sealing profiles. At the top, the rubber is fitted in the track profile. 
At the bottom, the rubber is fitted in the panel profile. 

Overhead Track  
Solid aluminum profile, technically 
anodized colorless.  

Solid aluminum profile, technically 
anodized colorless. 

Floor Track Hard aluminum profile 
Integrated solid aluminum floor 
track 

 

 

The Flexio 85 is ideal for environments which require average-to-high acoustic insulation 

and flexibility. The way in which the elements connect makes the wall very quick and easy 

to assemble. 


