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1. INTRODUCTION

Do more with M2

Uno and Duplo folding walls are wood-based
concertina walls. Consisting of panels of particle
board joined by continuous PVC strip hinges, the
partitions are top-hung in an aluminum track.

The Uno is a single-skinned partition, while the
Duplo is double-walled for better soundproofing
and greater stability.

One of the most cost-effective movable wall
systems available

Watch a Video Presentation

E‘ about Folding Walls

Both types are fast and simple to operate as the hinge system allows the wall to be
operated in one operation.

Uno & Duplo are Certified Products
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https://youtu.be/TCNWaQt4Ycc

2. PANELS

The panels in a Uno or Duplo wall are always stacked in line with the main track and it is
possible to open and close the wall at one side, in the middle or at both ends.

It is also possible to connect several walls on to each other. The combination of sturdy
construction and high-quality materials provides years of troublefree use.
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3. SOUND INSULATION

The Duplo is internally reinforced by steel hinges and sound insulating
materials are sandwiched between each facing board. )

The standard Duplo has a Rw value of 41 dB but can be produced in
the ‘S’ execution which increases the Rw value to 43 dB (estimated
laboratory values).
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4. KEY FEATURES & BENEFITS

- Simple and fast operation

Suitable for spaces that have intensive use, such as classrooms

Wide choice of surface finishes

Low maintenance

Easy installation

OPTIONS

Special uprights for connecting systems, curved ceiling tracks and special
stacking in niche pockets.
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5. TECHNICAL INFORMATION

Uno Duplo
Panel Width 196 mm 192 mm
Panel Height max. 3,300 mm max 4,000 mm
Package Width 225 mm 444 mm
Wing Length max. 6,500 mm max. 6,500 mm
Wall / Opening Width Wall widths are unlimited when using multiple wings.
Sound Insulation 28 dB 41 -43dB

Weight 20 kg/m? 40 — 41 kg/m?
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6. APPEARANCE & FINISHES

The Uno and Duplo can be manufactured in a wide range of finishes to meet individual
requirements.

Virtually all finishes used in interior design can be applied, offering total creative freedom.

Examples include high-quality melamine, hard plastic laminate, vinyl, paint and veneers
which are stitched.




